
IDRA II



IDRA II is a dual high-
speed camera-based
overhead launch
monitor with non-
marking ball and club
technology. IDRA II
features stereoscopic
vision technology,
extreme precision for
short game and putting
data, as well as a large
hitting zone.
Simply perfect for both
hobby and training
purposes and providing
the ultimate golf
experience.
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EVERY DETAIL 
C  UNTSO

I N T E G R A T E D  
L I G H T

Ensuring optimal visibility on
your hitting zone.

Play with your clubs and balls, no
markers needed.

N O  R E F L E C T I V E
D O T S

S O F T W A R E
F L E X I B I L I T Y

Enjoy the flexibilty to play on GSPro
or E6 Connect.

Swing comfortably in a 32” wide
by 18” deep hitting area.

L A R G E  H I T T I N G
Z O N E

S I M P L E
C A L I B R A T I O N

One time easy calibration at the
first installation. 

G R A P H I C  S H O T
A N A L Y Z E R

Swing analyzer and video replay to
easily understand your data and
performance.

Small and tasteful, the IDRA II
camera fits nicely in any decor.

A E S T H E T I C
D E S I G N

Enjoy a 2-year worry-free
warranty.
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SOFTWARE
FLEX IB I L I TY

Enjoy the flexibilty to play on GSPro
or E6 Connect.



EVERY DETAIL 
C  UNTSO

G R A P H I C  S H O T
A N A L Y Z E R

Swing analyzer to easily
understand your data.
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WIDTH: 13  5/16’’

HEIGHT: 7 ¼’’

DEPTH:  9 5/8’’ 

WEIGHT: 14.4 LBS
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